
LeeWay Odyssey

Open Deck The full open back deck can support many types of work in science and 
research development, bottom and core sampling, water sampling, ocean bottom 
mapping, resource protection recovery, fishing gear removal, buoy maintenance and 
inspections, ROV-Remote Vehicle Operations, training and education.

A-Frame The removeable A-frame is 3,400 kg WLL, 4.3 m high, 3.4 m wide, with 
a 2.1 m extension over the transom. This includes a mounted hydraulic winch with a 
2,700 kg line pull and 45 m amsteel blue.

Boat Launch: LeeWay Venture, a 9-metre lightweight patrol vessel can be carried 
to site on Odyssey’s aft deck, and launched for supporting marine operations. Other 
small craft can be launched with the system.

Center Line Winch: Odyssey has a removeable steel plate that allows for 
mounting of equipment. This includes a center line winch for launching and recovering 
equipment from the stern.

Highly configurable to fit the needs of almost any 
commercial or research application.

Leeway Odyssey is a 38-metre all aluminum geotechnical, geophysical and oceanographic research 
vessel with a beam of 7.6 metres. It is outfitted for year-round coastal service with around the clock 
operations. 
 
The vessel is fully Transport Canada certified as Near Coastal 1, operating from the Arctic to Southern 
North America. Odyssey has a safety management system and preventative maintenance program in 
place which means it can operate up to 200 nm offshore with modern navigation and electronics. 

Four unique aft deck configurations



Length: 37.2 metres 

Beam: 8.2 metres

GRT: 346 tonnes

Top Speed: 13 knots

Cruising Speed: 8-10 knots

Survey Speed: 6-10 knots

Fuel Capacity: 53,000 litres

Constuction: Aluminum

Registry: Halifax, Nova Scotia

Built: Port Hawkesbury, Nova Scotia

IMO Number: 7635995

Propulsion: Twin props

Crew: 7

POB w/o Crew: 13

Accomodations: Cabins w/heads, 
galley, mess, dry/wet labs

General Specifications
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Safety & Certifications

Working Deck

Transport Canada - Near Coastal 1 - 200nm
Safety Management System
Preventative Maintenance System

Firefighting Plan
Two 20-man life rafts
Zodiac RIBCO450 with 25hp motor

92 m2 working deck
3,400 kg WLL A-frame
ISO 10’ and 20’ container locks 
Telescoping crane - 1300 kg WLL and 950kg 
on the side

Side davit - 450 kg WLL
Two pot haulers
Two manual davits
Side USBL and multi-beam pole mounts

Inquiries
Jamie Sangster, P.Eng, MSc, CD
CEO
(902) 209-3119
contact@leewaymarine.ca



LeeWay Striker

KATFISH™, an actively stabilized towfish with Synthetic Aperture Sonar providing 
wide area seafloor coverage, superior pixel resolution for target detection and 
real-time full resolution SAS processing to enable in-stride automatic target detection 
and classification. 
 
TENTACLE®, an intelligent all-electric winch that hosts sophisticated algorithms 
for dynamic manual, semi-autonomous or fully autonomous control. The integrated 
motion reference unit tracks the motion of the host vessel, and the onboard soft-
ware models and predicts the sea state. The winch is integrated into an Autonomous 
Launch & Recovery System (ALARS). 
 
Real time sea-floor imagery transmission using secure, reliable (zero-error), 
data compressed, fast content delivery to cloud-based storage location to/from fixed 
sites and mobile platforms. 
 
Cloud-based data analytics, using machine learning for automated change 
detection of targets by comparing seabed targets against previously surveyed bottom 
mapping baseline information. 
 

The world’s fastest minehunting and hydrographic patrol 
vessel. 

Striker is 22-meters in length, with a top speed of approximately 55 knots. It is a high-performance craft 
optimized for tactical environments. Kraken’s SeaScout® Expeditionary Seabed Mapping and Intelligence 
System and LeeWay Striker are a winning combination for many different survey environments. 

System Components: 



Length: 22.3 metres 

Beam: 5 metres

GRT: 65 tonnes

Top Speed: 55 knots

Cruising Speed: 30 knots

Survey Speed: 5-10 knots

Fuel Capacity: 7,200 litres

Constuction: Composite

Registry: Halifax, Nova Scotia

Built: Tampa Bay, Florida

Official Number: 841903

Propulsion: 3x Rolls Royce jets

Crew: 2-4

POB w/o Crew: 4-6

Accomodations: 6 berths, 1 head 
w/ shower, galley, work stations

General Specifications
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Safety & Certifications

Working Deck

LeeWay Striker is certified Near Coastal 1 with Transport Canada. It has a full safety management 
plan and life saving equipment for all crew and guests on board.

LeeWay Striker’s aft deck can be configured to fit the needs of a job. With a custom Autonomous 
Launch and Recovery System (ALARS), Striker is capable of deploying the KRAKEN Katfish™ with 
minimal human input. The ALARS can be removed to make room for other launch and recovery 
systems, and side mounts allow for the use of multi-beam sonar on both the port and starboard 
sides. The side davit has a 450 kg WLL rating.

Inquiries
Jamie Sangster, P.Eng, MSc, CD
CEO
(902) 209-3119
contact@leewaymarine.ca



LeeWay Venture

OCEAN TECH DEPLOYMENT & RECOVERY
Venture provides a perfect platform for the launch and recovery of ocean technology 
and instrumentation. The side davit and low bulwark provide ample room for deploy-
ment.

HYDROOGRAPHIC SURVEYS 
Port and starboard pole mounts can support the attachment of various side-mounted 
sonars. Venture’s shallow draft and high maneuverability make it useful for in-shore 
and mid-shore survey work.

VESSEL SUPPORT
LeeWay Venture’s size and maneuverability allow it to provide shore support for larger 
vessels that cannot get to port. The open back deck and forward storage compart have 
ample room for transporting gear and supplies.

Fast and maneuverable survey vessel for in-shore and 
mid-shore support.

Venture is a lightweight, 7-metre patrol vessel designed for near shore survey and support work. With its 
composite hull and inboard Volvo Penta engine, Venture’s top speed is 25 knots. The vessel can 
accommodate 3-4 people in addition to the captain, for a variety of in-shore survey or patrol operations. 
Venture has a heated cuddy with single head.

The vessel’s unique lightweight design means it can be transported aboard LeeWay Odyssey to provide 
additonal support for larger jobs. This configuration extends Venture’s endurance to that of Odyssey.

Venture is capable of enabling:



Length: 7.3 metres 

Beam: 2 metres

GRT: 2.17 tonnes

Top Speed: 25 knots

Cruising Speed: 17 knots

Survey Speed: 6-10 knots

Constuction: Composite

Propulsion: Single prop

Registry: Halifax, Nova Scotia

Built: Lakeside, Nova Scotia

Official Number: C02103NS

Crew: 2

POB w/o Crew: 3-4

Accomodations: Heated cuddy, 
head, bunk and storage

General Specifications
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Inquiries
Jamie Sangster, P.Eng, MSc, CD
CEO
(902) 209-3119
contact@leewaymarine.ca

Safety & Certifications

Working Deck

Transport Canada - Blue Decal Program
Dual VHF, SIMRAD radar w/ side scan sonar, 
DGPS, electronic Nav, dual 3000W inverters

Securing arrangements for laptops and com-
puters

Port and starboard retractable sonar pole 
mounts
500 lb WLL davit
Hydraulic pot hauler

Volvo Penta AD31-DP inboard diesel engine
Cabin heater


	LeeWayStriker
	OdysseyTwoPager
	leewayventure

